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Plot Date: 11/14/2022

S.E. Road St.
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S.E. Street Ave.
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Install inlet protection -2. See Std. Drg. No. RD1010.

Save tree - 1.

Construct monolithic curb, gutter and sidewalk (4 in. thick). See Std.
Drg. No. P-551. Use 24" curb and gutter (2-foot gutter pan) and match
street cross slope per Std. Drg. No. P-540.

Construct monolithic curb and sidewalk or separated sidewalk (4 in. thick)
where applicable. See Std. Drg. No. P-551.

Construct sidewalk ramp. See Std. Drg. No. P-548.

Construct midblock sidewalk ramp with 2-foot gutter pan. See Std. Drg. No. P-547.
Construct driveway connection. See Std. Drg. No. P-536.

Construct driveway. See Std. Drg. No. P-528. Construct 2-foot gutter pan where shown.

Construct Type G-2 inlet using existing inlet lead. See Std. Drg. No RD366.
Rim elevation 255.34.

Construct 24" curb and gutter with 2-foot gutter pan. See Std. Drg. No. P-540.

Signing and Striping Notes
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Relocate signs (School X-ing and Diagonal Arrow) from wood utility pole
to new post with breakaway dome base. See Std. Drg. Nos. P-400,
P-406, and P-410.

Construct yellow paint on top and face of curb with
mono-directional Type 1 reflectors. See Curb
Extension Detail on Std. Drg. No. P-434.

Modify existing staggered continental crosswalk to align

with new ramps as shown (use paint as interim measure until
crosswalk is replaced after SE 45th Avenue is repaved).

See Std. Drg. No. P-435.

Remove and reinstall "bus zone no parking sign" on new post
and breakaway dome base. See Std. Drg. Nos. P-400, P-406, and P-410.

Install new street name signs. See Std. Drg. Nos.
P-412 and P-420. Block number for SE Evergreen
Street is "6900".

Protect signs (School X-ing, Diagonal Arrow, and parking).
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Plot Date: 11/14/2022

S.E. 20th Ave.

O Construction Notes

1 Install Inlet Protection at downstream inlets (not
shown on plans) - 2 EA. See Std. Drg. No. RD1010.

2 Protect trees with Temporary Type Orange Plastic

<> Signing and Striping Notes

21 Remove and Reinstall Existing Signs (Ped Crossing
and Diagonal Arrow) to new Pipe Sign Support with
Breakaway Sign Support Footing. See Std. Drg. P-400,
P-406, and P-410 - 1 EA.
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